CETIMISE sa

CONVEYOR BELTS & AUTOMATIONS

UNEXPECTED
SOLUTIONS

METAL BUCKETS (Material:lron)
Dimensions Holes Capacity Buckets .
Part Number A B C ant D E Z1 Z2 per Weight
mm mm mm mm mm It It meter Kg
JET 10-090 105 95 65 2 8 50 0.33 | 0.25 14 0.08
JET 13-120 135 125 85 2 8 70 0.7 0.5 11 0.15
JET 18-140 185 150 110 2 8.5 100 1.75 1.35 8.5 0.3
JET 20-140 205 150 110 2 8.5 100 1.9 1.5 8.5 0.35
JET 22-140 250 175 130 2 11 120 3 2.3 7 0.55
JET 24-160 290 175 130 3 11 80 3.5 2.7 7 0.75
JET 28-160 250 175 130 2 11 120 3 2.3 7 0.55
JET 30-160 290 175 130 3 11 80 3.5 2.7 7 0.75
PLASTIC BUCKETS (Material:POLYTHYLENE - Color:White)
Dimensions Holes Capacity Buckets Weight
Part Number A B C ¢ D E Z1 72 per
mm | mm | mm Qn mm | mm It It meter Kg
JET 10-090 PE.HD 105 95 65 2 8 50 0.33 | 0.25 14 0.08
JET 13-120 PE.HD 135 125 85 2 8 70 0.7 0.5 11 0.15
JET 18-140 PE.HD 185 150 110 2 8.5 100 1.75 1.35 8.5 0.3
JET 20-140 PE.HD 205 150 110 2 8.5 100 1.9 1.5 8.5 0.35
JET 23-165 PE.HD 250 175 130 2 11 120 3 2.3 7 0.55
JET 28-165 PE.HD 290 175 130 3 11 80 3.5 2.7 7 0.75
MOUNTING SCREWS
; Overall . Head
Dimensions Threading Length Threading Length Diameter
M L1 L2 D
M7 x 28 7 28 21 24
M 8 x 30 8 30 22 28
M 10 x 36 10 36 26 35
M 12 x 50 12 50 39 38
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